


ILRIS-3D Portable Field Power Eyesafety

The availahility and reliability of field power = Class | laser, evesafe in all ranges,
in remote locations are key elements to all conditions

efficiency tha cannot be overlooked. » CORH, US FDA and [EC Class 1**
The ILRIS-3D

Dwai hatdery chorger
battery/charging Product Approvals

system shares the [LRIS-3D» carries Class 1 laser safety approval,
same technology a5 well a5 a CE marking. The unit has passed
that has been the most stringent tests for EMC (radiated and

universally adopted
worldwide by video

immunity), as carried oot by an independent
testing anthority (Canadian Standards Association),

and broadeast The unit iz alzo sealed for operation in wet and
professionals, damp locations.
Robust and Modular Battery System

= Two hatteries provide scan time of approx.
2.5 hours

» Hot-awap capahility, allowing the user
to change batteries without interrupting
scanner operation

= A many sets of two batteries that the
user chooses can be used simultaneoasly

= Basily tzansportable, simple to set
up and re-pack for transport

= Use anywhere in the world
with universal B5-263
WAL, 30/60 Hz
operation

and holder

Economical Operation
from Line AC @ ﬁ*
= Compact, rugged universal input voltage
{85-256 VAC, 5060 Hz) for operation whera
AC Mains voltage is available

Multi-Purpase Utility
[LRIS-3D is the most versatile scanning system
of its kind:
= Cross-deployable over a wide range of
applications and industries
« Convenient (o use
= (ruick to set up in any environment,
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ILRIS-3D

inest Detail and Accuracy

A wealth of information on histonical edifices b i
can now be directly digitized, where range and

nccuracy limilztions previously made this mmpossible

or impractical. Millimetrecally accurate polyponazl

moidels are rendered and exported in a vaniety

of formats,
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Indusirial Grode Applications

ILRIS-3DD offers quick conversion of scan dain to CAID
planfelevation take-offs, facilitating rapid planning. All
features such as utility location, road centerline and

curh extznis are accuraiely and completely located.
Collntern] data is also utilized in determining vegetation
type, tree caliper

size (and in some

CASCH Species),

canopy volume,
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ILBIS-30 Range vs. Target Reflectivity
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Data sampling rate (actual measurement rate) 2 500 points per sccomd

Beam divergence 0. 74=

Minimum spot siep (X and Y axig) 0.00115°

Raw range accuracy™ T e (g 100 m

Raw positional accuracy® 8 mm @ 100 m

Laser wavelengih 1,500 nm

Laser class (IEC 60825-1) Class |**

Diigital camera Integrated high reaohution digital camera, (CAMOS sensor)
opticmal external camera

Scanner field of view (ILRIS-3,D) -20° through 90° (V) % 360 (H)
-3¢ through 20° (V) x 360 (H)

Scanner field of view (ILRIS-3D) 407 x 4@

Physical Size

Scanner weight and physical size 13 kg, 320 (L) x 320 (W) x 220 (H) mm

Rotating base weight and physical size 10 kg, 300 (L) x 280 (W) x 127 (H) mm

Power supply and consumpiion 24VDC, 7AW

Batiery lifie (standard batiery pack) 5 hours operation, hot-swappable for continwous operation

Diata storage Solid state, removable USE memaory
field interchangeable

Exicrnal (GPS and digital camera mounts
Standard aoftecars

Environmental
Orperating temperature
Storage temperature

Eyssafety

Laser class

Drata output to & variety of metafile and XZY coordinates,
including active laser intensity photograph and digital photo

0°C to 40°C {for extended range, consult Optech)
=20°C to S0°C

Class | laser product®*

IEC GR25-1,

US FDA 21 CFE 1040,

Eyesafe in all modes of operation

=Hotr: Al quoted asturacies ame | sipns, sagle
shor, as peeformed  wnder Opocsch desi
conditioms, Details available on reguest
==pdoie: LUH option is Class 1M,

AT bnfivmation & sadyiect fo choaegs withou! nedioe.

300 Interchange Way * Yaughan, OM » Canodo LdK 5ZE » Tel: [%05] &60-0808

Wab: www, optech, ca/ilriss = Wab: www.ilris-3d,com = Email: ilrisS@opiech.co
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